
 

  

导轨开关电源（EDP系列） 

Din-Rail power supply（EDP series） 
 
                                                75 W 单路输出 

                                            75 W Single output 
 
 
                                              
                                          
 
 
 
 
                                                Approvals:CE,ULpending 
 
                                                Size(L×W×H): 53mm ×126mm×120mm 

 
产品特性: 
● 全范围 AC 输入 
● TS35/7.5 或 TS35/15 槽道安装 
● 过载/过压/过温保护 
● 100%老化测试 
● 符合 RoHS 要求     
 
技术参数：   
输入电压            85~264VAC   

100~370VDC   
输入频率            47~63Hz 
冲击电流            15A@115VAC   

30A@230VAC 
过载保护            105%-130 % 额定输出电压 
过压保护            130%~150% 
过温保护            100℃±5℃ 
启动,升高,维持时间   1000ms,40ms,20ms 
工作温度            -10 ~60℃ 
储存温度            -20 ~85℃ 
工作湿度            20~90%RH,无凝固 
储存湿度            10~95%RH,无凝固 
EMC&安全标准      UL508,TUV EN60950-1 
                   EN55011,EN55022 class B 
                   EN61000-3-2,3 
                   EN61000-4,2,3,4,5,6,8,11 
                   ENV50204, EN50204, 
                   EN61000-6-2 
绝缘标准            I/P-O/P:3KV.1min 
                   I/P-FG:2KV.1min 
                   O/P-FG:1KV.1min 
MTBF              120000 h at 25°C 
重  量              1.1Kg/pcs 

 
Product features: 
● Universal AC input/full range 
● Simple snap-on to DIN TS35/7.5  

or TS35/15 rail system 
● Protections: Over temperature/over voltage/over load 
● 100% full load burn-in test  
● RoHS compliant     
 
Specifications: 
Input voltage                       85~264VAC   

100~370VDC   
Input frequency                 47~63Hz 
Inrush current                  15A@115VAC  
                             30A@230VAC 
Overload protection    105%-130 %,rated output voltage
Over voltage protection         130%~150% 
Over  protection               100℃±5℃ 
Setup,rise,hold up time          1000ms,40ms,20ms 
Operating temperature          -10 ~60℃ 
Storage temperature            -20 ~85℃ 
Operating humidity         20~90%RH,non-condensing 
Storage humidity           10~95%RH,non-condensing 
EMC & safety standards     UL508,TUV EN60950-1 

EN55011,EN55022 class B
EN61000-3-2,3 
EN61000-4,2,3,4,5,6,8,11 
ENV50204, EN50204, 
EN61000-6-2 

Withstand voltage             I/P-O/P:3KV.1min 
I/P-FG:2KV.1min 

                            O/P-FG:1KV.1min 
 MTBF                       120000 h at 25°C 
 Weight                      1.1Kg/pcs 

 
P/N Output Tol. R&N Effi. Output voltage setting Load regulation 

产品型号 输出 容差 纹波&噪声 效率 输出电压调整率 负载调整率 

EDP-75-12 12V/0~6.25A ±1% 80 MV 80% ±10% ±0.5% 

EDP-75-24 24V/0~3.2A ±1% 80 MV 80% ±10% ±0.5% 

EDP-75-48 24V/0~1.5A ±1% 100 MV 80% ±10% ±0.5% 

 

 



 

 

导轨开关电源（EDP系列） 

Din-Rail power supply（EDP series） 
 
                                                120 W 单路输出 

                                            120 W Single output 
 
 
                                              
                                          
 
 
 
 
                                                Approvals:CE,ULpending 
 
                                                Size(L×W×H): 65mm ×126mm×120mm 

 
产品特性: 
● 全范围 AC 输入 
● TS35/7.5 或 TS35/15 槽道安装 
● PF>0.98/115VAC 

PF>0.95/230VAC 
● 100%老化测试 
● 过载/过压/过温保护 
● 符合 RoHS 要求     
 
技术参数：   
输入电压            85~264VAC  100~370VDC   
输入频率            47~63Hz 
冲击电流            3.5A@115VAC 1.8A@230VAC 
过载保护            105%-130 % 额定输出电压 
过压保护            130%~150% 
过温保护            100℃±5℃ 
启动,升高,维持时间   800ms,40ms,20ms 
工作温度            -10 ~70℃ 
储存温度            -20 ~85℃ 
工作湿度            20~90%RH,无凝固 
储存湿度            10~95%RH,无凝固 
EMC&安全标准      UL508,TUV EN60950-1 
                   EN55011,EN55022 class B 
                   EN61000-3-2,3 
                   EN61000-4,2,3,4,5,6,8,11 
                   ENV50204, EN50204, 
                   EN61000-6-2 
绝缘标准            I/P-O/P:2KV.1min 
                   I/P-FG:2KV.1min 
                   O/P-FG:1.5KV.1min 
MTBF              120000 h at 25°C 
重  量              1.1Kg/pcs 

 
Product features: 
● Universal AC input/full range 
● Simple snap-on to DIN TS35/7.5  

or TS35/15 rail system 
● PF>0.98/115VAC 

PF>0.95/230VAC 
● Protections: Over temperature/over voltage/over load 
● 100% full load burn-in test  
●  RoHS compliant      
 
Specifications: 
Input voltage                85~264VAC  100~370VDC   
Input frequency          47~63Hz 
Inrush current           3.5A@115VAC 1.8A@230VAC
Overload protection    105%-130 %,rated output voltage
Over voltage protection         130%~150% 
Over  protection               100℃±5℃ 
Setup,rise,hold up time          800ms,40ms,20ms 
Operating temperature          -10 ~70℃ 
Storage temperature            -20 ~85℃ 
Operating humidity         20~90%RH,non-condensing 
Storage humidity           10~95%RH,non-condensing 
EMC & safety standards     UL508,TUV EN60950-1 

EN55011,EN55022 class B
EN61000-3-2,3 
EN61000-4,2,3,4,5,6,8,11 
ENV50204, EN50204, 
EN61000-6-2 

Withstand voltage             I/P-O/P:2KV.1min 
I/P-FG:2KV.1min 

                            O/P-FG:1.5KV.1min 
 MTBF                       120000 h at 25°C 
 Weight                      1.1Kg/pcs 

 
P/N Output Tol. R&N Effi. Output voltage setting Load regulation 

产品型号 输出 容差 纹波&噪声 效率 输出电压调整率 负载调整率 

EDP-120-12 12V/0~10A ±1% 80 MV 80% ±10% ±0.5% 

EDP-120-24 24V/0~5A ±1% 80 MV 80% ±10% ±0.5% 

EDP-120-48 24V/0~2.5A ±1% 100 MV 80% ±10% ±0.5% 

 

 



 

 

导轨开关电源（EDP系列） 

Din-Rail power supply（EDP series） 
 
                                                240 W 单路输出 

                                            240 W Single output 
 
 
                                              
                                          
 
 
 
 
                                                Approvals:CE,ULpending 
 
                                                Size(L×W×H): 125mm ×126mm×101.5mm 

 
产品特性: 
● 全范围 AC 输入 
● TS35/7.5 或 TS35/15 槽道安装 
● PF>0.98/115VAC 

PF>0.95/230VAC 
● 100%老化测试 
● 过载/过压/过温保护 
● 符合 RoHS 要求       
 
技术参数：   
输入电压            85~264VAC  100~370VDC   
输入频率            47~63Hz 
冲击电流           3.5A@115VAC  1.8A@230VAC 
过载保护            105%-130 % 额定输出电压 
过压保护            130%~150% 
过温保护            100℃±5℃ 
启动,升高,维持时间   800ms,40ms,20ms 
工作温度            -10 ~70℃ 
储存温度            -20 ~85℃ 
工作湿度            20~90%RH,无凝固 
储存湿度            10~95%RH,无凝固 
EMC&安全标准      UL508,TUV EN60950-1 
                   EN55011,EN55022 class B 
                   EN61000-3-2,3 
                   EN61000-4,2,3,4,5,6,8,11 
                   ENV50204, EN50204, 
                   EN61000-6-2 
绝缘标准            I/P-O/P:2KV.1min 
                   I/P-FG:2KV.1min 
                   O/P-FG:1.5KV.1min 
MTBF              120000 h at 25°C 
重  量              1.1Kg/pcs 

 
Product features: 
● Universal AC input/full range 
● Simple snap-on to DIN TS35/7.5  

or TS35/15 rail system 
● PF>0.98/115VAC 

PF>0.95/230VAC 
● Protections: Over temperature/over voltage/over load 
● 100% full load burn-in test  
● RoHS compliant   
 
Specifications: 
Input voltage                   85~264VAC  100~370VDC  
Input frequency            47~63Hz 
Inrush current           3.5A@115VAC 1.8A@230VAC
Overload protection    105%-130 %,rated output voltage
Over voltage protection         130%~150% 
Over  protection               100℃±5℃ 
Setup,rise,hold up time          800ms,40ms,20ms 
Operating temperature          -10 ~70℃ 
Storage temperature            -20 ~85℃ 
Operating humidity         20~90%RH,non-condensing 
Storage humidity           10~95%RH,non-condensing 
EMC & safety standards     UL508,TUV EN60950-1 

EN55011,EN55022 class B
EN61000-3-2,3 
EN61000-4,2,3,4,5,6,8,11 
ENV50204, EN50204, 
EN61000-6-2 

Withstand voltage             I/P-O/P:2KV.1min 
I/P-FG:2KV.1min 

                            O/P-FG:1.5KV.1min 
 MTBF                       120000 h at 25°C 
 Weight                      1.1Kg/pcs 

 
P/N Output Tol. R&N Effi. Output voltage setting Load regulation 

产品型号 输出 容差 纹波&噪声 效率 输出电压调整率 负载调整率 

EDP-240-12 12V/0~20A ±1% 80 MV 80% ±10% ±0.5% 

EDP-240-24 24V/0~10A ±1% 80 MV 80% ±10% ±0.5% 

EDP-240-48 24V/0~5A ±1% 100 MV 80% ±10% ±0.5% 

 



 

导轨开关电源（DP系列） 

Din-Rail power supply(DP series) 
 
                                                45 W 单路输出 

                                            45 W Single output 
 
 
                                              
                                          
 
 
 
 
                                                Approvals:CE,ULpending 
 
                                                Size(L×W×H): 124mm ×102mm×32mm 

 
产品特性: 
● 全范围AC输入 
● 通电指示LED灯 
● 自然风冷 
● 过载/过压/过热/短路保护 
● 100%老化测试 
● 一年质保 
 
技术参数： 
AC输入电压           常规 100~240VAC 

运行 90~264VAC 
输入频率              47~63Hz 
冲击电流              35A@230VAC 全载,冷态 
过载保护              105%- 150% 

恒流限制,自动恢复 
过压保护              115%-135 % 额定输出电压 
启动,升高,维持时间     1000ms,60ms,50ms 

@ 全载230VAC 
运行温度             -10 ~70℃ 
储存温度             -40 ~ 85℃ 
安全& EMC标准       EN60950 

EN61000-3-2 
EN61000-4-2,3,4,5,6 

MTBF                105 h at 25C 
绝缘标准             I/P-O/P:3KV.1min 

I/P-FG:1.5KV.1min 
O/P-FG:0.5KV.1min 

连接件               I/P:3极 
O/P: 4极螺栓导轨端子 

重  量               0.31Kg/pcs 

 
Product features: 
● Universal AC input/ full range 
● Power on indication 
● Cooling by air convection 
● Protections：Overload /Over voltage / 

Over temperature/Short Circuit 
● 100% full load burn-in test 
● One year warranty 
 
Specifications: 
AC input voltage         Normal 100~240VAC 
                        Operating 90~264VAC 
Input frequency          47~63Hz 
Inrush current            35A@230VAC   

full load, cold start 
Overload protection      105%- 150% ,auto-recovery, 

constant current limiting 
Over voltage protection   115%-135 % 

rated output voltage 
Setup, rise, Hold up time   1000ms,60ms,50ms  

at full load and 230VAC 
Operating temperature     -10 to 70℃ 
Storage temperature       -40 to 85℃ 
Safety& EMC standards    EN60950  EN61000-3-2   

                 EN61000-4-2,3,4,5,6 
MTBF                   105 h at 25C   
Withstand voltage         I/P-O/P:3KV.1min 
                         I/P-FG:1.5KV.1min 
                         O/P-FG:0.5KV.1min 
Connection               I/P:3 poles    

O/P: 4 poles  
screw DIN terminal 

Weight                   0.31Kg/pcs 
 

 
P/N 

产品型号 
Output 
输出 

Tol. 
容差 

R&N 
纹波&噪声 

Effi. 
效率 

DC adjustment range 
DC可调范围 

DP-45-5 5V,0~5A ±2% 50 mV 75% 5V~5.5V 

DP-45-12 12V,0~3.5A ±2% 100 mV 83% 12V~14V 

DP-45-24 24V,0~2.0A ±1% 120 mV 85% 24V~28V 

DP-45-48 48V,0~1.0A ±1% 200 mV 85% 48V~53V 

 

 



 

 

导轨开关电源（DP系列） 

Din-Rail power supply(DP series) 
                                                   

150 W 单路输出 
                                          150 W Single output 

 
 
                                              
                                            
 
 
                                                   
                                               Approval: CE, UL pending 
 
                                               Size(L×W×H): 121mm×67mm×124mm 

                                                  
产品特性: 
● 全范围AC输入 
● PF>0.99@115VAC 
● 高效率,高可靠性 
● 通电指示LED灯 
● 自然风冷 
● 过载/过压/过热/短路保护 
● 100%老化测试 
● 可装置导轨规格为TS35/7.5/15 
● 一年质保 
 
技术参数： 
AC输入电压         88~264VAC 
冲击电流            40A@230VAC 

20A@115VAC  全载,冷态 
过载保护           105%~150% 恒流限制,自动恢复

过压保护           120~140% 额定输出电压 
启动,升高,维持时间   500ms,70ms,36ms 

@全载230VAC 
运行温度           -10 to 60 (℃ 实据额降曲线) 
安全标准           UL508 
EMC标准          EN55022 class B 

EN61000-3-2,3 
EN61000-6-2 
EN61000-4-2,3,4,5,6,8,11 
ENV 50204 

MTBF                 105 h at 25C 
绝缘标准               I/P-O/P:3KV,1min 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

连接件                 I/P:3极 
O/P: 4极螺栓导轨端子 

重  量                 0.79Kg/pcs 

 
Product features: 
● Universal AC input/ full range 
● PF>0.99@115VAC 
● High efficiency, high reliability 
● Power on indication 
● Cooling by air convection 
● Protections :Overload /Over voltage /Over temperature/ 

Short circuit   
● 100% full load burn-in test 
● Installed on Din rail TS35/7.5 or 15 
● One year warranty 
 
Specifications: 
AC input voltage         88~264VAC  
Inrush current           40A@230VAC  20A@115VAC

full load, cold start 
Overload protection      105%~150%  auto-recovery, 

constant current limiting 
Over voltage protection   120%~140 % 

 rated output voltage 
Setup, rise, hold up time   500ms,70ms,36ms  

at full load and 230VAC 
Operating temperature    -10 to 60℃ 

(refer to output derating curve)
Safety standard          UL508 
EMC standards          EN55022 class B 
                        EN61000-3-2,3                

EN61000-6-2   ENV 50204 
EN61000-4-2,3,4,5,6,8,11 

MTBF                  105 h at 25C   
Withstand voltage        I/P-O/P:3KV 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

Connection             I/P:3 poles 
                       O/P: 4 poles screw DIN terminal
Weight                 0.79Kg/pcs 

 
P/N 

产品型号 
Output 
输出 

Tol. 
容差 

R&N 
纹波&噪声 

Effi. 
效率 

DC adjustment range 
DC可调范围 

DP-150-12 12V,0~13A ±2% 80 mV 86% 12~14V 

DP-150-24 24V,0~6.3A ±1% 80 mV 88% 24~28V 

DP-150-48 48V,0~3.2A ±1% 100 mV 89% 48~53V 

 

 



 

 

导轨开关电源（DP系列） 

Din-Rail power supply(DP series) 
                                                  240 W 单路输出 

                                              240 W Single output 
 

 
 
                                              
                                            
 
 
 
  
                                                 Approvals: CE,UL pending 
 
                                                 Size(L×W×H): 121mm×67mm×124mm                      

 
产品特性: 
● 全范围AC输入 
● PF>0.95@115VAC, >0.925@230VAC 
● 高效率,高可靠性 
● 通电指示LED灯 
● 自然风冷 
● 过载/过压/过热/短路保护 
● 100%老化测试 
● 一年质保 
 
技术参数： 
AC输入电压         88~264VAC  
冲击电流            20A@230VAC   

12A@115VAC 
满载,冷启动 

过载保护           105%~150% 恒流限制,AC重启 
过压保护           120~140% 额定输出电压 
运行温度           -25 ~ 55  ℃ 不压降 
                    55~ 70  ℃ 时限2小时 
安全标准               UL508 
EMC标准              EN55022 class B 
                       EN61000-3-2,3 
                       EN61000-6-2 

EN61000-4-2,3,4,5,6,8,11 
ENV 50204 

MTBF                 105 h at 25C   
绝缘标准               I/P-O/P:3KV,1min 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

连接件                 I/P:3极 
                       O/P: 6极螺栓导轨端子 
重  量                 0.98Kg/pcs 

 
Product features: 
● Universal AC input/ full range 
● PF>0.95@115VAC,>0.925@230VAC 
● High efficiency, high reliability 
● Power good indication 
● Cooling by air convection 
● Protections: Overload /Over voltage /Short circuit 
             Over temperature 
● 100% full load burn-in test 
● One year warranty 
 
Specifications: 
AC input voltage         88~264VAC  
Inrush current           20A@230VAC  12A@115VAC

full load, cold start 
Overload protection      105%~150%  

constant current limiting, 
AC restart 

Over voltage protection   120%~140 % 
 rated output voltage 

Operating temperature     -25 to +55 without derating℃  
55 to 70  limited 2 hours℃  

Safety standard          UL508 
EMC standards          EN55022 class B 
                        EN61000-3-2,3                

EN61000-6-2   ENV 50204 
EN61000-4-2,3,4,5,6,8,11 

MTBF                  105 h at 25C   
Withstand voltage        I/P-O/P:3KV,1min 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

Connection             I/P:3 poles 
                       O/P: 6 poles screw DIN terminal
Weight                 0.98Kg/pcs 
 

 
P/N 

产品型号 
Output 
输出 

Tol. 
容差 

R&N 
纹波&噪声 

Effi. 
效率 

DC adjustment range 
DC可调范围 

DP-240-12 12V,0~15A ±2% 100 mV 88% 12~14V 

DP-240-24 24V,0~10A ±1% 100mV 90% 24~28V 

DP-240-48 48V,0~5A ±1% 150mV 91% 48~53V 

 

 



 

 

导轨开关电源（DP系列） 

Din-Rail power supply(DP series) 
 
                                                  480 W 单路输出 

                                              480 W Single output 
 

 
 
 
 
                                              
                                            
 
                                                 Approvals: CE,UL pending 
 
                                                 Size(L×W×H): 121mm×83mm×124mm 

 
产品特性: 
● 全范围AC输入 
● PF>0.95@115VAC, >0.925@230VAC 
● 高效率,高可靠性 
● 通电指示LED灯 
● 自然风冷 
● 过载/过压/过热/短路保护 
● 100%老化测试 
● 一年质保 
 
技术参数： 
AC输入电压       88~264VAC 
冲击电流          20A@230VAC 

12A@115VAC  满载,冷启动 
过载保护          105%~150%   恒流限制,AC重启

过压保护          120~140%     额定输出电压 
运行温度          -25 ~ 55  ℃     不压降 

55~ 70  ℃      时限2小时 
安全标准          UL508 
EMC标准        EN55022 class B 

EN61000-3-2,3 
EN61000-6-2 
EN61000-4-2,3,4,5,6,8,11 
ENV 50204 

MTBF           105 h at 25C 
绝缘标准         I/P-O/P:3KV,1min 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

连接件           I/P:3极 
O/P: 6极螺栓导轨端子 

重  量           1.30Kg/pcs 
 

 
Product features: 
● Universal AC input/ full range 
● PF>0.95@115VAC,>0.925@230VAC 
● High efficiency, high reliability 
● Power good indication 
● Cooling by air convection 
● Protections: Overload /Over voltage /Short circuit 
             Over temperature 
● 100% full load burn-in test 
● One year warranty 
 
Specifications: 
AC input voltage         88~264VAC  
Inrush current           20A@230VAC  12A@115VAC

full load, cold start 
Overload protection      105%~150%  AC restart, 

constant current limiting 
Over voltage protection   120%~140 % 

 rated output voltage 
Operating temperature    -25 to +55 without derating℃  

55 to 70  limited 2 hours℃  
Safety standard          UL508 
EMC standards          EN55022 class B 
                        EN61000-3-2,3               

EN61000-6-2    
ENV 50204 
EN61000-4-2,3,4,5,6,8,11 

MTBF                  105 h at 25C   
Withstand voltage        I/P-O/P:3KV,1min 

I/P-FG:1.5KV,1min 
O/P-FG:0.5KV,1min 

Connection              I/P:3 poles,O/P: 6 poles  
screw DIN terminal 

Weight                  1.30Kg/pcs 

 
P/N 

产品型号 
Output 
输出 

Tol. 
容差 

R&N 
纹波&噪声 

Effi. 
效率 

DC adjustment range 
DC可调范围 

DP-480-24 24V,0~20A ±1% 100mV 90% 24~28V 

DP-480-48 48V,0~10A ±1% 150mV 91% 48~53V 
 



 

导轨开关电源（EDA系列） 

Din-Rail power supply（EDA series） 
 
                                                120 W 单路输出 

                                            120 W Single output 
 
 
 
 
                                   
 
                                  
           
                                                Approvals:CE,ULpending 
                                                Size(L×W×H): 41mm*124mm*108mm 

 
产品特性: 
● 全范围AC输入 
● 超薄，宽度41mm 
● 高效率，典型值90% 
● 适用于DIN RAIL TS-35/7.5 或 15轨道槽 
● 保 护：短路/过载/过压/高温保护 
● 自然风冷式 
● 满足UL 508（工业控制设备） 
● 通电LED指示灯 
● 100% 老化测试 
 
 
技术参数：   
输入电压             93~264VAC;100~370VDC    
输入频率             47~63Hz  
冲击电流             1.3A@115VAC;0.7A@230VAC 
过载保护             110%-150 % 额定输出电压  
过压保护             110%~120%  
过温保护             100 ±5  ℃ ℃  
启动,升高,维持时间    500ms,70ms,30ms  
工作温度             -10 ~60  ℃  
储存温度             -20 ~85  ℃  
工作湿度             20~90%RH,无凝固  
储存湿度             10~95%RH,无凝固  
EMC&安全标准       UL508,TUV EN60950-1  
                    EN55011,EN55022 class B  
                    EN61000-3-2,3  
                    EN61000-4,2,3,4,5,6,8,11  
                    ENV50204, EN55024,  
                    EN61000-6-2  
绝缘标准             I/P-O/P:3KV.1min  
                    I/P-FG:1.5KV.1min  
                    O/P-FG:0.5KV.1min  
MTBF               120000 h at 25°C  
重  量               0.6Kg/pcs 

 
Product feature: 
● Universal AC input/full range 
● Ultrathin, width of 41mm 
● High efficiency, typical value of 90% 
● Simple snap-on to DIN RAIL TS-35/7.5  

and 15 rail system 
● Protections: Over temperature/over voltage/ 

over load/short circuit 
● Cooling by air convection 
● Satisfied UL508(industrial control equipment) 
● 100% full load burn-in test  
 
Specifications: 
Input voltage               93~264VAC;100~370VDC   
Input frequency             47~63Hz  
Inrush current         1.3A@115VAC;0.7A@230VAC  
Overload protection    110%-150 %,rated output voltage 
Over voltage protection    110%~120%  
Over  protection         100 ±5  ℃ ℃  
Setup,rise,hold up time    500ms,70ms,30ms  
Operating temperature    -10 ~60  ℃  
Storage temperature      -20 ~85  ℃  
Operating humidity        20~90%RH,non-condensing  
Storage humidity         10~90%RH,non-condensing  
EMI & safety standards      UL508,TUV EN60950-1  
                          EN55011,EN55022 class B 
                          EN61000-3-2,3  
                          EN61000-4,2,3,4,5,6,8,11  
                          ENV50204, EN55024,  
                          EN61000-6-2  
withstand voltage           I/P-O/P:3KV.1min  
                         I/P-FG:1.5KV.1min  
                           O/P-FG:0.5KV.1min  
MTBF                       120000 h at 25°C  
Weight                       0.6Kg/pcs 

 

P/N Output Tol. R&N Effi. Output voltage setting Load regulation 

产品型号 输出 容差 纹波&噪声 效率 输出电压调整率 负载调整率 

EDA-120-12 12V/0~10A ±1% 80MV 90% -10%~15%  ±1% 

EDA-120-24 24V/0~5A ±1% 80 MV 90% -10%~15% ±1% 

EDA-120-48 24V/0~2.5A ±1% 80 MV 90% -10%~15% ±1% 

 

 




