
·Assemble on the main PCB · Protections: overload/ over voltage/
 of the system  over temperature/ short circuit
·Universal AC input / full range ·Free air cooling convection
·Miniature PCB structure ·5 years limited warranty
·65 x 38 x 31(mm)

15W Open Frame Series - On Board Type

AC input voltage range.....................90~264VAC (127~370VDC)
Input leakage current........................＜0.7mA/ 230VAC
Output voltage adjustment................not adjustable
Output overload protection ...............105~150%, hiccup mode, auto recovery
Output over voltage protection .........clamping by zenor diode
Over temp. protection.......................IC, Tj: 135℃, power shutdown
Withstand voltage.............................I/P -O/P:3.0KVAC/1min
Rise, Hold up time ............................100ms, 5ms@full load (typical)
Operating temperature .....................-20℃~+50℃
Safety standards...............................design meet GB4943, UL60950, EN60950
EMC standards.................................design meet GB9254, EN55022 classA, EN61000
Cooling method ................................convection
Weight ..............................................0.06kg/pcs

Model DC Output Load regul. R&N
HF15W-SPM-5 5V 3.00A ±3% 80mV 80%
HF15W-SPM-12 12V 1.25A ±3% 120mV 82%
HF15W-SPM-15 15V 1.00A ±3% 120mV 83%
HF15W-SPM-24 24V 0.63A ±3% 150mV 83%
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