
Switching DC/DC converter 300 W for DIN mounting SS-300-

XXX/DIN 

Product 
Input 

voltage 

Output 

voltage 

Output 

currents 
Tolerantion Ripple 

 

SS-300-

240/DIN_72-

144V 

72-144 V 24 V 12 A ± 3 % 
200 

mV  

SS-300-

480/DIN_72-

144V 

72-144 V 48 V DC 6,25 A ± 2 % 
120 

mV  

Switching DC/DC converter 300 W for DIN mounting 

Switching DC/DC converter,with galvanic separation, high reliability, precise and stabile 

parameters, independent from output last. Applicable as power supply of industry, automatisation 

units and regulation.  

Technical parametters 

 Efficiencyt >90 % 

 Protection against shortcut, active power limit. 

 Dielectrical strength 4 kV AC input-output 

 Status LED 

At the ambient temperature 40 °C to 50 °C is necessaty lower the load linearly 2 %/°C. 

 Operating temterature -20 to 50 ºC 

 Humidity (noncondensating) 10 to 80 % RH 

 Altitude up to 2000 m above the see level 

 Enviroment with no danger of explosion. 

 IP code IP20 

 Maximal terminals diameter 6 mm² 

 Weight 1100 g 

 Cover material Al, Fe-Zn 

 Dimensions 70x155x175 mm  

Standards 

Safety 

 EN 60950-1 ed.2 

EMC 

 EN 61000-6-1 ed.2 

 EN 61000-6-3 ed.2 

 Warranty 5 years. 


